PAGE  
[image: image1.png]o

Jarnvagsstyrelsen



G3. Page 1 of 4

Form G3, date of issue 2006-04-27
Application for approval of subsystems regulated in TSIs 

· see Chapter 4 of the Guide to approvals.
                                                                                          Date:

Applicant
• Name of operator :


Contact:

    (name, title/function)
    - Phone:


    - E-mail:


Postal address:


Postcode and town: 


Visiting address:


Company reg. no.:


Part of which group (if any): 


Phone:
Fax:


Website:
E-mail:


The application relates to:
	
	Loco
	
	Power car
	
	Freight wagon
	
	Passenger car


	
	Railway infrastructure
	
	Energy
	
	Control command and signalling


	
	Other:




Preliminary date for inauguration:


Previous approvals:
	


Previous approval:


       (by the Swedish Rail Agency/the Railway Inspectorate)
(date/reference number)

	


Valid foreign vehicle approval (attach a copy).
	


Derogation from complying with the requirements of TSIs:


       (by the Swedish Rail Agency)


(date/reference number)
Other information:
Infrastructure manager/
railway undertaking/client:


(to be stated if these are not the same as the applicant and if these have been determined)
Outline description
Railway infrastructure:
Place or stretch of line*):

Designation (if any):


System designation (if any):


Version designation (if any) *):


Contractor/resp. for constr. :


Inspector:


(inspection before inauguration)
Brief description*):


	(may also be supplied in the form of a separate attachment)
	Functions that affect safety must be described in detail, for example safety-affecting electronics, computers/programs, mechanical components, pneumatic subsystems, hydraulic subsystems, electrical subsystems and communication systems.


Area of use (freight/passenger transport/mixed traffic) :


Any applicable TSIs:


Average number of cars/wagons per month:


TSIs applied:


(If a TSI is applied to part of the subsystem, state which part. If national rules are applied to part of the subsystem, specify these. In addition, the relevant form for subsystems not regulated by a TSI (G4, G7, G8 or G9 for example) must be filled in)
The installation/subsystem includes the following parts:
	


Level crossing with signals or barriers. How many:


         Attach a copy of Banverket’s decision, concerning the type of protection involved. (attachment below)
	


Level crossing without signals or barriers. How many:


         Attach a copy of Banverket’s decision, concerning the type of protection involved. (attachment below)
*) Mandatory information
Vehicle:
Vehicle designation/machine type*):


Vehicle number/serial number*):


Brief description*):

	(may also be supplied in the form of a separate attachment)
	Functions that affect safety must be described in detail, for example safety-affecting electronics, computers/programs, mechanical components, pneumatic subsystems, hydraulic subsystems, electrical subsystems and communication systems.


Version designation*):


Type designation (suggested) :


Manufacturer:


Year of manufacture:


Intended for type of traffic:


TSIs applied:


(If a TSI is applied to part of the subsystem, state which part. If national rules are applied to part of the subsystem, specify these. In addition, the relevant form for subsystems not regulated by a TSI (G4, G7, G8 or G9 for example) must be filled in)
*) Mandatory information
Schedule for submitting documentation (attachments to form G3) 

List the attachments sent with this application and state an estimated date when the documents will be submitted.
	ID
	    Put a cross here
	Attach​ment no.
	Provisional date

	
	
	With the application (at the time of start of production, construction document or specification), or at least four months before inauguration:
	
	

	A
	
	Description, for example:
- the nature of the subsystem,
- how the subsystem will be used,
- which TSIs apply,
- when the subsystem is to be inaugurated, and
   - proposed type/version designation, if any.
	
	

	B
	
	Information about who will be engaged as notified body.
	
	

	C
	 
	Any decisions by the Swedish Rail Agency on derogation from TSI.
	
	

	D
	
	Banverket decision on level crossings with signals or barriers.
	
	

	E
	     
	Banverket decision on level crossings without signals or barriers.
	
	

	
	
	At least two months before inauguration:
	
	

	F
	
	EC declaration of verification for the subsystem.
	
	

	G
	
	The notified body’s certificate of compliance or suitability of the subsystem.
	
	

	H
	
	EG declarations for the interoperability components that form part of the system.
	
	

	
	
	After tests in the operating environment:
	
	

	I
	
	Documents confirming that the subsystem has been tested in its operating environment.
	
	

	
	
	Other attachments:
	
	

	J
	
	
	
	

	K
	
	
	
	

	L
	
	
	
	

	M
	
	
	
	

	N
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